Mastic Home Exteriors Rain Removal
Mastic Home Exteriors Rain Removal products are designed for use in residential and light commercial  applications.

Manufacturing Physicals

All Mastic Home Exteriors Rain Removal Systems shall be made of 3105-H26 aluminum sheet (minimum tensile strength 26,000 psi – minimum yield strength 22,000 psi) or equivalent. Mastic Home Exteriors Rain Removal Systems are designed to be free-floating, enabling the gutters to expand and contract with temperature changes, while minimizing stress points which cause buckling and leaks.

Mastic Home Exteriors gutters, when properly installed, will support a minimum of 50 pounds per lineal foot. Six different types of free-floating hanger systems are available in the 5" series, and four hanger systems are available in the 6" series. These hanger systems permit the gutter to be used in both new construction and all types of remodeling work. Gutter hangers to be nominal .051 – .082 thickness, depending on the style specified.

All hanger systems provide a concealed attachment at the front of the gutter, eliminating any exposed protrusions that would detract from the appearance of the gutter. Spikes and ferrules (which restrict the movement of the gutter) and brackets attached to the outside periphery of the gutter shall not be used.

Two different types of high-quality, corrosion-resistant rain removal systems are available.
System Description

Envoy 5" is a premium-quality 5" system used in single-family homes and light commercial building applications. Available with a heavier gauge material in both 2" x 3" and 3" x 4" downspout sizes to accommodate most rain removal requirements.

Envoy 6" works best on large homes where a bigger system will enhance the architecture, or apartments, multifamily complexes and other light commercial buildings. Designed to be a heavy-duty, large-capacity rain removal system, it is available with a 3" x 4" downspout.

Dimensions

Gutters:

Envoy 5": nominal .032 thickness, 16'0", 21'0", 26'0", 33'0" and 37'0" lengths, seven hangers 

Envoy 6": nominal .032 thickness, 21'0" and 37'0" lengths, five hangers
Downspouts:

2" x 3": nominal .024 thickness, 10'0"

3" x 4": nominal .024 thickness, 10'0"

Accessories

All accessories used with Alcoa Home Exteriors Rain Removal Systems shall be Alcoa Home Exteriors accessories designed for use with the gutters and have the same finish. Mill finish accessory components include eave tubes, hangers and expansion joints.

Roof aprons: nominal .032 thickness

End caps: nominal .024 thickness both in the 5”and 6"

Inside and outside miters: nominal .032 thickness

Sealant material: Alcoa Home Exteriors Gutterseal

Expansion joints: aluminum lined with neoprene

Downspout clip: nominal .024 thickness

Protection

Direct contact of aluminum products with certain dissimilar materials, or contact with water run-off from dissimilar materials, is likely to result in corrosion. See warranty and installation instructions for more details.

Warranty

Alcoa Home Exteriors Rain Removal Systems are backed by an exclusive V.I.P. Limited Lifetime Warranty. Consult actual product warranty certificates for complete coverage details.
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