Cedar Discovery® Shingle Siding
Mastic Cedar Discovery Shingle Siding is manufactured by: 
  

Mastic Home Exteriors

2600 Grand Blvd, Suite 900

Kansas City, MO 64108

Toll-Free: (800) 962-6973

Mastic Cedar Discovery Shingle Siding is designed for use in residential and light commercial applications. Cedar Discovery provides the look of wood shingles, but does not require the maintenance which is common to wood. 
  

PART 1: GENERAL 

1.1. SECTION INCLUDES 

A. Rigid Polypropylene Siding

1.2 QUALITY ASSURANCE 

A. Technical Data: Cedar Discovery Shingle Siding, tested in compliance to ASTM flame test procedures, meets or exceeds the following properties as required by the national code bodies. 

1. Burn Rate, ASTM D635 – 1.15 inches/minute 

2. Minimum Self-Ignition Temperature, ASTM D1929 – 673 F 

3. Minimum Flash-Ignition Temperature, ASTM D1929 – 651 F 

4. Flame Spread and Smoke Developed, ASTM E84 – Flame 150 Smoke 710 

5. Windload, ASTM D5206 – 80 PSF 210 MPH 

Note**Cedar Discovery has been tested per ASTM D5206, standard test method for windload resistance of rigid PVC siding. Check with your local building inspector for windload requirements in your area.
B. Important Fire Safety Information: Rigid polypropylene siding is made from organic materials and will melt or burn when exposed to a significant source of flame or heat. Property owners, occupants and maintenance personnel should be familiar with the performance characteristics of underlayment materials. For maximum safety, non-combustible underlayment materials are recommended. Normal precautions to protect rigid polypropylene building materials from sources of fire should be taken. Barbecues and combustible materials, such as dry leaves, mulch and trash, should be kept away from polypropylene siding.

1.3 DELIVERY, STORAGE, AND HANDLING 

A. Deliver rigid polypropylene siding products to project site in original packaging. 

B. Store rigid polypropylene products in original packaging, on flat surface under cover, stacked no more than 12 boxes high. Do not store in location where temperatures may exceed 130 degrees F.

1.4 WARRANTY 

A. Mastic Cedar Discovery Shingle Siding has a Mastic V.I.P. Limited Lifetime Warranty. Consult actual product warranty for complete coverage details.


PART 2: PRODUCTS 

2.1 MANUFACTURERS 

A. Acceptable Manufacturer: Mastic Home Exteriors, Inc. 2600 Grand Blvd. Suite 900, Kansas City, MO 64108; Ph: (800) 962-6973; website: www.mastic.com
2.2 POLYPROPYLENE SIDING PANELS 

A. Cedar Discovery Perfection 7” Shingle Siding

1. Style: Double 7 inch profile, 14 inch exposure 

2. Butt Dimension: 3/4 inch 

3. Length: 67-1/2 inches 

4. Nail Hem: Continuous locking nail hem 

5. Thickness: nominal .080 inches 

6. Material: Polypropylene 

7. Color: White, Almond, Atlantic Aqua, Autumn Gold, Blushing Coral, Cameo, Classic Cream, Colonial Yellow, Desert Sand, Everest, Harbor Grey, Hazelwood, Lakeshore Fern, Linen, Montana Suede, Pebblestone Clay, Portsmouth Blue, Russet Red, Sage, Sandtone, Scottish Thistle, Serene Sea Glass, Silver Grey, Terra Cotta, Victorian Grey, Wicker, Cape Cod Grey, Natural Cedar, Also available in Dreamcolor.
B. Cedar Discovery Perfection 5” Shingle Siding

1. Style: Triple 5 inch profile, 15 inch exposure 

2. Butt Dimension: 3/4 inch 

3. Length: 69-1/2 inches 

4. Nail Hem: Continuous locking nail hem 

5. Thickness: nominal .080 inches 

6. Material: Polypropylene 

7. Color: White, Almond, Autumn Gold, Cameo, Classic Cream, Colonial Yellow, Desert Sand, Everest, Harbor Grey, Hazelwood, Lakeshore Fern, Linen, Montana Suede, Pebblestone Clay, Portsmouth Blue, Russet Red, Sage, Sandtone, Scottish Thistle, Silver Grey, Terra Cotta, Victorian Grey, Wicker, Cape Cod Grey, Natural Cedar
C. Cedar Discovery Half Rounds

1. Style: Double Round 6-1/4 inch profile, 12-1/2 inch exposure  

2. Butt Dimension: 3/4 inch

3. Length: 51-3/4 inches

4. Nail Hem: Continuous locking nail hem

5. Thickness: Nominal .080 inches

6. Material: Polypropylene
7. Color: White, Almond, Atlantic Aqua, Autumn Gold, Blushing Coral, Cameo, Classic Cream, Colonial Yellow, Desert Sand, Everest, Harbor Grey, Hazelwood, Lakeshore Fern, Linen, Montana Suede, Pebblestone Clay, Portsmouth Blue, Russet Red, Sage, Sandtone, Scottish Thistle, Serene Sea Glass, Silver Grey, Terra Cotta, Victorian Grey, Wicker.
D. Cedar Discovery Hand-Split Shake Shingle

1. Style: Double 9-3/8 inch profile, 18-3/4 inch exposure

2. Butt Dimension: 7/8 inch

3. Length: 67-3/4 inches

4. Nail Hem: Continuous locking nail hem

5. Thickness: Nominal .080 inches 

6. Material: Polypropylene
7. Color: White, Almond, Autumn Gold, Cameo, Classic Cream, Colonial Yellow, Desert Sand, Everest, Harbor Grey, Hazelwood, Lakeshore Fern, Linen, Montana Suede, Pebblestone Clay, Portsmouth Blue, Russet Red, Sage, Sandtone, Scottish Thistle, Silver Grey, Terra Cotta, Victorian Grey, Wicker, American Walnut, Cape Cod Grey, Natural Cedar, Timber Stone.
E. Accessories: Mastic manufactures siding accessories which are compatible with Cedar Discovery Shingle Siding styles and colors. Accessory products include installation components, corner posts, window and door trim, window and corner lineals, and decorative moldings.

PART 3: EXECUTION 

3.1 EXAMINATION 

A. Examine substrate conditions before beginning installation of rigid polypropylene products; verify dimensions and acceptability of substrate. 

B. Do not proceed with installation of rigid polypropylene products until unacceptable conditions have been corrected.

3.2 INSTALLATION 

A. Complete instructions for installing Cedar Discovery Shingle Siding are available. Please review this information prior to installation. It contains important installation requirements.

3.3 ADJUSTING AND CLEANING 

A. Mastic Cedar Discovery is virtually maintenance-free, with a wash-clean surface and long-lasting color that eliminates the need for painting. Printed care and maintenance instructions are available on request. 

B. After completing installation of rigid polypropylene products, remove from project site excess materials and debris resulting from installation of rigid polypropylene products. 
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